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INNEHALL " . Parts Check-List
Tack for att Ni valt en produkt Before assembly
fran Kondator. Please spend some times to read this and
follow the procedures step by step.
.. . . . . Some panels are viewed differently from
01 1 Agna garna nagra mmuter att }asa denna . 01 1 the exploded drawing below. This is for
monteringsanvisvning. Detta &r att steg for extra clarity
steg underldtta monteringen. Do not discard any of the packaging until

Bifogat finns en lista pa de tillbehdr som
02 @ 1 skall finnas med i paketet. Kontrollera noga 02 @
innehéllet fore monteringen !

1 you have checked all the parts and the
package of fittings. If you are missing any
of the parts, please contact the store from

which you purchased your products. The
03 1 staff will do their best to help you.

04
G
(
o . Assembly the track with 6pcs encl
Montera skenan vid ldmplig position pa screws below your workdesk
bordsskivans undersida med bifogade 6st W ped " :
traskurv. Tillse att vald position mojliggor Reliase the "sprintlock” from the
frigang av kompletterande "sladgondol". track.. .. - C
. e Losgor lassprinten genom att trycka Lead in additional "slider option
Notera:LiftSystem skena "click-in densamma mot skenans innersida. Skjut Note: When needs are, may also in to the track. Secure the "slider
funktion" kan vid behov kompletteras in tankt "slidgondol" i skenan , samt be fitted with "the click-in" table option" in to the track, when
med Bordsdistans 427-CS08 hojd aterborda sprintlastet i skenan. distance 427-CS08 height 65mm, putting back the ”sprintlock",
65mm,alt med 427-CS09 hojd 100mm. or 427-CS09 height 100mm.
J Artnr: 430-WA11 \. J Codeno: 430-WA11
REKOMMENDATIONER RENGORING: (

CLEANING RECOMMENDATION:

Regular cleaning with a clean dry cloth is usually sufficient, but for
stubborn marks, wipe over gently with a clean damp cloth. Never
use strong detergents or abasive cleaners as these may damage
the surface finish of your furniture.

Regelbunden rengdring med en ren torr trasa racker

oftast, men for flackar, torka Over forsiktigt med en ren Kd

fuktig trasa med mild tvalldsning. Anvand aldrig starka (ﬁu:ﬂnor
rengoringsmedel eller fratande rengdringsmedel efter-  www.kondator.se
som dessa kan skada ytan pa dina produkter/mdébler. \
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