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Dimensional & Range 
of Motion Illustrations

Ergotron®

WorkFit-C Single LCD Mount, LD

< 5 lbs 
(2.27 kg)

5 - 18 lbs
(2.27 - 8.16 kg)

< 2 lbs 
(0.9 kg)

< 2 lbs 
(0.9 kg)

<30 lbs. 
(13.6 kg)

A

B

C

D

A+B+C+D  < 37 lbs (16.78 kg)

12"-18"
(305-457 mm)

3"- 8.5"
(76-216 mm)

20˚

12˚
5˚

20"
(50.8 cm)

5"
(127 mm)

17"
(432mm)20.5"

(521 mm)

5.37"
(136 mm)

6.79"
(172 mm)

47"
(1194mm)

7.32" (186mm)

47" - 67"
(1194-1702mm)

22.4"- 42.4"
(568-xmm)

1.8"
(47mm)

18"
(465mm)

22"
(559mm)

8"
(205mm)24.8"- 44.8"

(630-xmm)

10" - 15"
(262-389mm)

CPU Holder

Weight Capacity:

Portrait/Landscape rotation stop screw 
can be installed for 0˚ rotation.

0˚

15.9"
(404mm)
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Dimensional & Range 
of Motion Illustrations

Ergotron®

WorkFit-C Single LCD Mount, HD

< 5 lbs 
(2.27 kg)

16 - 30 lbs
(7.3 - 13.6 kg)

< 2 lbs 
(0.9 kg)

< 2 lbs 
(0.9 kg)

<30 lbs. 
(13.6 kg)

A

B

C

D

A+B+C+D  < 37 lbs (16.78 kg)

12"-18"
(305-457 mm)

3"- 8.5"
(76-216 mm)

25˚

5˚

20"
(50.8 cm)

5"
(127 mm)

17"
(432mm)20.5"

(521 mm)

5.37"
(136 mm)

6.79"
(172 mm)

47"
(1194mm)

7.32" (186mm)

47" - 67"
(1194-1702mm)

22.4"- 42.4"
(568-xmm)

1.8"
(47mm)

18"
(465mm)

22"
(559mm)

8"
(205mm)24.8"- 44.8"

(630-xmm)

11.5 -16.5"
(291-418mm)

Portrait/Landscape rotation stop screw 
can be installed for 0˚ rotation.

0˚

CPU Holder

Weight Capacity:

12˚

15.9"
(404mm)
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Dimensional & Range 
of Motion Illustrations

Ergotron®

WorkFit-C Dual

20"
(50.8 cm)

5"
(127 mm)

CPU Holder

Portrait/Landscape rotation stop screw 
can be installed for 0˚ rotation.

< 5 lbs 
(2.27 kg)

< 2 lbs 
(0.9 kg)

< 2 lbs 
(0.9 kg)

<30 lbs. 
(13.6 kg)

A

B

C

D

A+B+C+D  < 37 lbs (16.78 kg)
12"-18"

(305-457 mm)

3"- 8.5"
(76-216 mm)

Ai: 6-14 lbs (2.72-6.35 kg)*

Aii: 6-14 lbs (2.72-6.35 kg)*
*Ai+Aii< 28 lbs (12.7 kg)

Ai=Aii ±1 lbs (.45 kg)

Ai Aii

17"
(432mm)20.5"

(521 mm)

47"
(1194mm)

7.32" (186mm)

8°

25"
(640mm)

-2°

0˚ 0˚

5.37"
(136 mm)

6.79"
(172 mm)

22.4"- 42.4"
(568-xmm)

1.8"
(47mm)

18"
(465mm)

11" max
(279mm)

22"
(559mm)

8"
(205mm)24.8"- 44.8"

(630-xmm)

47" - 67"
(1194-1702mm)

Weight Capacity:

or +2°
11.5 -16.5"
(291-418mm)

12˚

15.9"
(404mm)

*Attention: Listed allowable widths assume monitor thickness is 

2" (51 mm). If monitor thickness is less, allowable width may be 

more. Contact Ergotron for details.

< 42.5"
(1080 mm)

21.25" (540 mm)

maximum

21.25" (540 mm)

maximum

< 42.5"
(1080 mm)
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Dimensional & Range 
of Motion Illustrations

Ergotron®

WorkFit-C LCD & Laptop

20˚

10˚

20"
(50.8 cm)

2.4"
(62 mm)

5"
(127 mm)

6 - 10 lbs
(2.7 - 4.5 kg)

6 - 16 lbs
(2.7 - 7.2 kg)

< 5 lbs 
(2.27 kg)

< 2 lbs 
(0.9 kg)

< 2 lbs 
(0.9 kg)

A1

A2

B

C

D

A+B+C+D  < 37 lbs (16.78 kg)

17"
(432mm)20.5"

(521 mm)

47"
(1194mm)

7.32" (186mm)

2.3"
(59 mm)

9.1"
(232 mm)

2.3"
(59 mm)

9.3"
(236 mm)

8° 8°

11" max
(280 mm)

10.86"max
(276 mm)

10.4" - 13.6"
(265 - 346 mm)

5.37"
(136 mm)

6.79"
(172 mm)

22.4"- 42.4"
(568-xmm)

1.8"
(47mm)

15.9"
(404mm)

10.4" - 17.8"
(264-451mm)

6.9"-11.9"
(176-302mm)

47" - 67"
(1194-1702mm)

18"
(465mm)

25"
(640mm)

22"
(559mm)

8"
(205mm)24.8"- 44.8"

(630-xmm)

29°

Weight Capacity:

LCD Only LCD and Laptop Tray

12˚


